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NOTES: 1.	ENCLOSURE IS A NEMA 3R, 2-DOOR, OFFSET, 304 ENCLOSURE IS A NEMA 3R, 2-DOOR, OFFSET, 304 STAINLESS STEEL, 18H" PAD MOUNT, 3-POINT LATCH & INNER DOOR (48"H X60"W X12"D) - 24" OFFSET 2.	CLOSED CELL FOAM INSULATION CLOSED CELL FOAM INSULATION 3.	ALUMINUM INNER DOORSALUMINUM INNER DOORS
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PROVED 5' MINIMUM SLACK ON ALL CABLES (NOT SHOWN)
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BELL ENDS
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TO PUMPS, LEVEL SENSOR & FLOAT SWITCH
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6" THICKENED REINFORCED CONCRETE PAD
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REMOVABLE STAINLESS STEEL VENTILATED ENCLOSURE. VENTILATION LOUVERS TO BE 12" x 36" MINIMUM ON BOTH THE FRONT & BACK PANELS W/ LOUVER BLADES IN A DOWNWARD & OUTWARD DIRECTION & INSECT SCREEN INSIDE ENCLOSURE. SECURE W/ TAMPERPROOF STAINLESS STEEL BOLTS. PROVIDE STAINLESS STEEL ENCLOSURE TO MATCH CONTROL ENCLOSURE.
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CROUSE-HINDS TYPE "CG8" FITTINGS. ONE PER CABLE.
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STAINLESS STEEL LIFT STATION CONTROL ENCLOSURE W/ TWIN FRONT DOORS, CONTINUOUS STAINLESS STEEL HINGES, & 3-POINT LATCH WITH VAULT HANDLE AND PADLOCK PROVISIONS.
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PUMP AND LEVEL SENSOR CABLES. TYPICAL
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SEAL CONDUITS W/ SILICON CAULK
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CONDUIT STUB FOR GROUND
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STRANDED COPPER GROUND CONDUCTOR
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TO UTILITY POLE OR TRANSFORMER
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2" SCHEDULE 80 PVC CONDUIT TO ANTENNA POLE.
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